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IrrigationKing Premium Drip Tape - 5/8", 8 mil, 4" Spacing, 1.32

GPM/100" -

7,200 Full Coil

IrrigationKing® Premium Drip Tape — Italian-made, 8
mil wall thickness with 4" emitter spacing and 1.32
GPM/100' flow rate. 7,200-foot full coil roll.

The large-section labyrinth emitter design ensures
turbulent flow for high clog resistance and uniform
water distribution across the full run length.
Maximum run of 328 ft. at 90% emission uniformity.
Suitable for closely spaced crops, sandy soils, and
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ITALY applications requiring high application rates.
FEATURES
SPECIFICATIONS
« Large-section labyrinth emitter
Diameter 5/8 « 8 mil wall thickness
Wall Thickness 8 mil « 4" emitter spacing

Flow Rate

Max Pressure
Max Run(90% EU)
Max Run (85% EU)

Roll Length

1.32 GPM/100" « 14 PSI maximum operating pressure

- Made in ltaly
14 PSI
328 ft.
APPLICATIONS
3941t Row crops, vegetables, berries, orchards,
7,200 ft. vineyards, nurseries, and any crop grown in

rows where drip irrigation provides water and
labor savings over overhead methods.
Compatible with standard 5/8" drip tape
fittings, connectors, and end plugs.
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